
SPECIFICATIONS
Touch-free wall-mounted electronic faucet for concealed
integration behind the mirror. Activated by infrared
sensor. Powered by 9V transformer or 6 x 1.5V batteries 
(batteries not included). For cold or premixed water. 
Adjustable settings by remote control: sensor range, 
security time, delay in, delay out, on-off and reset to factory 
settings.

OPERATION
A perfect solution for concealed installations. Integrated 
behind the mirror for a clean washroom design. 
Helps washrooms stay clean and saves water. Ideal 

for shopping malls, sport facilities, entertainment 
centers, luxury hotels, airports and transportation hubs.

APPLICATION
Touch free electronic faucet. The faucet is automatically 
activated when user place their hands in the sensor 
range and stops when the users remove their hands.

PRODUCT AT A GLANCE 

Installation Concealed Behind The Mirror

Power Supply 9V transformer or Battery box for 6 x 1.5V batteries

Operating pressure 0.5-8.0 bar / 7.0-116.0 PSI

Water supply Cold or premixed water

Water flow 5.68 LPM / 1.50 GPM

Water Saving Options 1.89 LPM / 0.5 GPM - PCA spray 

Water temperature 70°C Maximum

Security time Auto shutoff after 90 seconds. adjustable by remote control

BTM – BEHIND THE MIRROR FAUCET

ORDERING INFORMATION 

MODEL CODE POWER ADDITIONAL FEATURES

BTM B 280310
Black Battery 
Box for 
6 x 1.5V 
batteries Concealed integration 

behind the washroom 
mirror

BTM E 280300 9V 
transformer

OPTIONS

OPTION CODE

Remote control 07100005

SWA: the complete soap-water-
air module 280400 

Matching soap dispenser  280200

Matching foam  soap dispenser  280250

APPROVALS

777 Passaic Avenue
Clifton NJ, 07012

USA: sternusa@sternfaucets.com
International: info@sternfaucets.com

Toll Free: 1-800-4364410

www.sternfaucets.com

ADVANTAGES

LEED RATING

ADA DESIGNED

EASY TO INSTALL

GERM FREE

SOAP AND WATER

CLOGGING FREE

ADJUSTABLE  SETTINGS

This graph applies to 0.5 GPM option only.
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